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1
NANO-ELECTRO-MECHANICAL-SWITCH
ADIABATIC DYNAMIC LOGIC CIRCUITS

PRIORITY

This application claims priority to Great Britain Patent
Application No. 12155131, filed Aug. 31, 2012, and all the
benefits accruing therefrom under 35 U.S.C. §119, the con-
tents of which in its entirety are herein incorporated by ref-
erence.

BACKGROUND

The invention relates to the field of computerized system
science, and more specifically, to dynamic logic gates and to
dynamic logic cascades comprising such dynamic logic
gates.

It is known to use complementary metal oxide semicon-
ductor (CMOS) and silicon on insulator (SOI) for construct-
ing dynamic logic gates. FIG. 1 shows an example of a two
input AND dynamic logic gate 10 designed with CMOS/SOI
technology. The dynamic logic gate 10 of FIG. 1 comprises:
afirst CMOS 12 whose gate is connected to a clock signal clk;
a second CMOS 14 whose gate is supplied with a first input
signal B to be added to a second input signal A, and whose
source electrode is connected to the drain electrode of the first
CMOS 12; a third CMOS 16 whose gate is supplied with the
second input signal A, whose source electrode is connected to
the drain electrode of the second CMOS 14, and whose source
electrode is connected to the drain electrode of a fourth
CMOS 18, wherein the gate of the fourth CMOS 18 is sup-
plied with a complementary clock signal cIk (complementary
to the clock signal clk).

The drain electrode of the third CMOS 16 is connected to
an operational amplifier (also known as inverter) 20 so as to
ensure output signal level of the dynamic logic gate 10.

Such dynamic logic gates may be used in microprocessors,
microcontrollers and other digital logic circuits.

It is known that a dynamic logic gate as the one illustrated
on FIG. 1 suffers from a leakage current (represented by
arrow 22) which limits the scaling of CMOS’ threshold volt-
age V,—below which the current through a CMOS drops
exponentially—and supply voltage V ;. The leakage current
thus prevents lowering energy per computing operation.
Moreover, this type of dynamic gate is very sensitive to noise.

To limit the leakage current in a dynamic logic gate of the
type exemplified in FIG. 1, it is known to add a further keeper
(also known as “bleeder”) CMOS 24. However, adding a
further CMOS device complicates the circuit and goes against
miniaturization thereof.

SUMMARY

In one embodiment, a dynamic logic gate includes a nano-
electro-mechanical-switch.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

The invention will now be described, by way of non-lim-
iting examples, and in reference to the accompanying draw-
ings, where:

FIG. 1 shows a CMOS type dynamic AND gate with DC
power supply;

FIG. 2 shows schematically an example of a four terminal
nano-electro-mechanical-switch;
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FIG. 3 shows the DC characteristic of the four terminal
nano-electro-mechanical-switch of FIG. 2;

FIGS. 4A, 4B and 4C show schematically various
examples of single rail adiabatic dynamic logic gates com-
prising a four terminal nano-electro-mechanical-switch as
shown in FIG. 2;

FIG. 5 shows graphically the energy dissipation in a con-
ventional four terminal nano-electro-mechanical-switch
logic circuit;

FIG. 6 shows schematically a cascaded four terminal nano-
electro-mechanical-switch single rail circuit;

FIG. 7 shows graphically the four phase power clocks
associated to the four cascaded four terminal nano-electro-
mechanical-switch of FIG. 6;

FIG. 8 shows graphically the energy dissipation in the
circuit of FIG. 6;

FIGS. 9A and 9B show schematically various examples of
dual rail adiabatic dynamic logic gate circuits comprising
four terminal nano-electro-mechanical-switch as shown in
FIG. 2;

FIG. 10 illustrates the initialization of the circuit of FIG.
9A;

FIG. 11 shows schematically a four cascaded four terminal
nano-electro-mechanical-switch dual rail adiabatic dynamic
logic circuit; and

FIG. 12 shows graphically the energy dissipation in the
circuit of FIG. 11; and

FIG. 13 shows a NEMS type dynamic AND gate witha DC
power supply.

DETAILED DESCRIPTION

According to one aspect, the invention is embodied as a
dynamic logic gate comprising a nano-electro-mechanical-
switch. In embodiments, the invention may be embodied such
as to comprise one or more of the following features: the
nano-electro-mechanical-switch is a four-terminal-nano-
electro-mechanical switch; the nano-electro-mechanical
switch comprises a body electrode, a source electrode, a gate
electrode, and a drain electrode, the source electrode being
selectively electrically connected to the drain electrode, in
function of the tension between the gate electrode and the
body electrode; the nano-electro-mechanical switch further
comprises a cantilever beam adapted to flex in response to an
actuation voltage applied between the body electrode and the
gate electrode, the cantilever beam comprising the source
electrode, the body electrode and an insulating layer, the latter
separating the body electrode from the source electrode, the
cantilever beam being configured such that, upon flexion of
the cantilever beam, the source electrode comes in contact
with the drain electrode at a single mechanical contact point
at the level of an end of the cantilever beam; the nano-electro-
mechanical-switch further comprises a cantilever beam
adapted to flex in response to an actuation voltage applied
between the body electrode and the gate electrode, the canti-
lever beam comprising the input electrode, the body electrode
and the insulating layer, the latter separating the body elec-
trode from the input electrode, the cantilever beam being
configured such that, upon flexion of the cantilever beam, the
input electrode comes in contact with the output electrode at
a single mechanical contact point at the level of an end of the
cantilever beam; the dynamic logic gate further comprises a
time-varying power for supplying a timing-varying power
clock signal to the nano-electro-mechanical-switch; the time-
varying power clock signal is one of a sinusoidal signal and a
trapezoidal signal; and the amplitude of the power clock
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signal is equal to the hysteresis voltage gap of the nano-
electro-mechanical-switch plus a predetermined design mar-
gin.

According to another aspect, the invention may be embod-
ied as a dynamic logic cascade circuit comprising single-rail
dynamic logic gates, the latter comprising at least one logic
gate according to embodiments described, wherein the
dynamic logic cascade circuit generates a single logic output.

In embodiments, the dynamic logic cascade circuit may
comprise four dynamic logic gates coupled to four respective
power sources for providing the four dynamic logic gates
with respective time-varying power clock signals.

According to still another aspect, the invention may be
embodied as a dynamic logic cascade circuit comprising
dual-rail dynamic logic gates, the latter comprising at least
one logic gate according to embodiments described earlier,
wherein the dynamic logic cascade circuit generates a logic
output and its complementary output. Next, aspects of the
invention concerning a dynamic logic cascade circuit may be
embodied such as to comprise one or more of the following
features: the dynamic logic cascade circuit comprises two
cross-coupled dynamic logic gates for latching output sig-
nals; the dynamic logic cascade circuit further comprises a
dynamic logic gate for initializing output signals; the
dynamic logic cascade circuit comprises four dual-rails
dynamic logic gates and four respective power sources for
providing the four dual-rails dynamic logic gates with respec-
tive time-varying power clock signals; the four power clock
signals are out-of-phase by 90 degrees; and each of the four
time-varying power clock signals comprises four equal tim-
ing intervals, respectively corresponding to pre-charge, hold,
evaluate and latch periods.

Aspects of the present invention can be first embodied as a
dynamic logic gate, e.g., a dynamic logic gate in adiabatic
style or in a CMOS-type style, as described in more detail
below.

Of course, in the present case, “logic gate” must be under-
stood as a physical device implementing a Boolean function.
In other words, a logic gate is a physical device that performs
a logical operation on one or more logic signal inputs and
produces a single logic signal output.

A logic gate according to embodiments is a dynamic logic
(or “clocked logic™) gate which is to distinguish from a static
logic gate. In dynamic logic a clock signal is used for the
implementation of combinational logic circuits. In other
words, the dynamic logic gate is supplied with one clock
power signal.

Dynamic logic is faster than a static counterpart, and
requires less silicon area. It needs a precharge (or pre-dis-
charge) phase to bring a known state to the signal node.
During the evaluation phase the signal node is evaluated to a
stable value.

According to embodiments a nano-electro-mechanical-
switch (hereafter “NEMS”) is used in a dynamic logic gate.

NEMS are for example described in “4-terminal relay tech-
nology for complementary logic,” R. Nathanael, V. Pott, H.
Kam, J. Jeon and T.-J King Liu in IEDM Tech. Dig., Decem-
ber 2009, pp. 223-226. In such a 4-terminal NEMS (hereafter
4T-NEMS), a metallic conducting channel is attached via an
insulating gate dielectric to a movable gate electrode. In the
off state, an air gap separates the 4T-NEMS. On the contrary,
in the on state, electrostatic forces between the gate and the
body electrode causes the gate to be deflected (i.e. actuated) to
bring the conducting channel into contact with the source and
drain electrodes so as to form a conductive path for current to
flow.
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Compared with implementing dynamic logic in CMOS/
SOI, NEMS dynamic logic has a higher reliability and a lower
design complexity because: a NEMS consumes zero leakage
current when it is off; so that the precharged signal node can
safely retain its electron charges. This removes the overhead
from adding keeper transistors as in CMOS/SOI dynamic
logic circuits; Note that FIG. 13 shows the implementation of
NEMS type dynamic logic gate (2-input AND gate in our
example) witha DC power supply. Compared with the CMOS
type implementation in FIG. 1, the “bleeder” can be safely
removed in that case.

Due to the DC hysteresis of a NEMS, its on/off status is
insensitive to noise on its input. A disturbance noise on the
output signal of a first dynamic logic gate can hardly affect the
status of a following cascaded dynamic logic gate. Therefore,
noises such as charge redistribution, cross-talk and ground
bound noise, which are particularly critical concerns in
CMOS/SOI dynamic logic, have only a marginal impact on
NEMS dynamic logic.

The dynamic logic gate according to embodiments of the
invention is preferably an adiabatic dynamic logic gate. In
contrast to a conventional logic circuit which would charge/
discharge a signal node capacitor C abruptly from 0 to V
(and vice versa), V ;, being the amplitude of the power signal,
adiabatic logic limits the potential across the resistive com-
ponents of the gate to be as small as possible during the entire
transient time. This may be realized by charging/discharging
a signal node capacitor C with a time-varying power signal. A
time-varying power signal must be understood as a signal
which 1 comprises slopes or more generally continuous varia-
tions during at least a quarter of its period. These slopes or
continuous variations may be time discontinuous (for
example joined by a time interval during which the signal is
constant).

The energy dissipated E
during an operation is:

in an ideal adiabatic system

diss

E 4. ~RC/T) CVdd2 (eq- 1)

where:

R is the equivalent resistor corresponding to the resistive
components of the circuit,

C is the signal node capacitor,

T is the period of the time-varying power signal, and

V 4 1s the voltage amplitude of the time-varying power
signal.

By allowing that the period of the time-varying power
signal T is much bigger than RC, the energy drawn to charge
the signal node capacitor C can be returned to the power
supply, while the resistive components consume only mar-
ginal net losses—the adiabatic energy losses.

Theoretically, adiabatic logic consumes only marginal
adiabatic energy losses while the rest of energy can be recov-
ered. However, when realizing adiabatic logic in CMOS/SOI
processes, two additional non-adiabatic energy losses occur,
i.e., leakage energy loss and the threshold voltage residue
charge loss.

These two non-adiabatic losses often dominate the total
energy consumption, hence making CMOS/SOI adiabatic
logic less appealing. By designing circuit with NEMS, in
particular with 4T-NEMS, the proposed NEMS adiabatic
dynamic logic (here after “ADL”) avoids both the leakage
energy loss and the threshold voltage residue charge loss. The
suggested NEMS ADL thus only consumes the adiabatic
energy loss. As a result, an ultra-low energy loss close to zero
energy loss is achieved.

NEMS logic gates may be used to design dynamic logic
cascade circuits. Dynamic logic cascades are circuits com-
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prising a plurality of dynamic logic gates connected in such a
way that an output signal from one logic gate is the input
signal of another logic gate, i.e., the drain electrode from one
4T-NEMS is connected to the gate electrode of another
4T-NEMS.

Dynamic logic cascade circuits may in particular take the
form of: single logic rails, which deliver only one output
signal; and dual logic rails, which comprises two symmetrical
single logic rails coupled in such a way that they deliver two
complementary output signals. FIG. 2 shows an example 100
of a 4T-NEMS with its four terminals or electrodes: a body
electrode 102; a source electrode 104; a gate electrode 106;
and a drain electrode 108.

In operation of the gate to body tension the source and the
drain electrodes are selectively electrically connected.

This may be realized thanks to a cantilever beam adapted to
flex in response to an actuation voltage applied between the
body electrode and the gate electrode. The cantilever beam
may comprise the source electrode, the body electrode and an
insulating layer, the latter separating the body electrode from
the source electrode. The cantilever beam may be configured
such that, upon flexion of the cantilever beam, the source
electrode comes in contact with the drain electrode at a single
mechanical contact point at the level of an end of the canti-
lever beam.

The DC characteristic of the 4T-NEMS 100 of FIG. 2 is
illustrated in FIG. 3. According to this figure, as the gate-to-
body voltage IV, | increases, no current exists when [V_,| is
less than the pull-in voltage V,;, because the source and drain
electrodes are completely separated by an insulator such as
air. When |V, | gets equal or greater than 'V, the conducting
channel forms a current flow.

As |V, | decreases, when IV, | gets equal to or less than the
pull-out voltage V,, ,, the restoring force causes the gate elec-
trode to move, separating the source and drain electrodes, so
that the device switches off. The hysteresis between V,, and
V,.. is due to surface adhesion force.

It must be noticed that, compared to a 3-Terminal NEMS
(hereafter “3T-NEMS”) whose on and off are dependent on
source voltage, the on and off of a 4-T NEMS are determined
only by its gate to body voltage |V,,I, independently of the
drain or the source voltages. This feature brings a larger
flexibility to designing circuits.

Body biasing may be applied to the NEMS, in particular in
case the clock power signal is a time varying signal. In this
latter case, the input ramps increase from 0 to V ;. To ensure
that the OV voltage (i.e., ground voltage) pull-oft the NEMS,
the body voltage V,, may be biased to -V .. To ensure that the
V ;4 level voltage pull-in the NEMS, V,, may be at least
V-V, 1.e., equal to the DC hysteresis gap. In practice V ;,
may be equal to the DC hysteresis gap plus a predetermined
value or safety margin.

Moreover, the pull-in voltages and the pull-out voltages of
each NEMS device in a circuit may not be exactly the same
due to process variations. Then the bulk voltage V, may be
biased to -min{V,,,}, where V,, is the set of the pull-off
voltages of all NEMS in the circuit. The V,, may be
max{V,}-min{V,}, where V,, is the set of the pull-in
voltages of all NEMS in the circuit. FIG. 4(a) shows a NEMS
dynamic logic gate 110 which implements a logic function F.
The gate is supplied by a power clock signal @, preferably a
time-varying power clock signal. The complexity of a NEMS
dynamic logic gate is N switches for an N-bit input function.
For example, FIG. 4(b) and FIG. 4(c) show a 2-input NAND
gate 112 and an inverter gate 114.

For the two-input NAND function, the logic gate consists
in two NEMS, the source electrode of a first NEMS 116 being
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6
connected to the drain electrode of the second NEMS 118,
whose source electrode is supplied with the power clock ®.
The gate electrode of each of the two NEMS 116, 118 is
supplied with a respective input signal a or b to be added.

For the one-input inverter function, the logic gate consists
in only one NEMS 120 whose gate is supplied with the input
signal to be inverted, in, the drain electrode of the NEMS
being supplied with the power clock ®.

FIG. 5 illustrates the energy dissipation in a NEMS
dynamic logic gate 110 of the type of FIG. 4(a) when the
clock power signal is of the square-wave form.

The electrostatic force in a NEMS switch is adjusted by
changing the electron charges on the node capacitor. The
on/off status can thus be controlled. The abrupt input voltage
switches from 0 to V, (and vice versa) during transition
results in an abrupt energy loss. When a switch is pulled in and
the capacitor is charged from 0 to V ;;, a charge of Q=CV ,, is
taken from the power source and the energy withdrawn from
the power source is E=QV ,,~CV ;> Unfortunately, only half
of'the energy 14CV ,/ is stored on the capacitor, and the other
half'is dissipated as heat, primarily in the resistor and damper.
When the switch is pulled off;, the energy stored on the capaci-
tor is also lost as heat in the resistor and damper. As shown in
the simulation of FIG. 5, the total energy dissipation steps up
(Note that the energy in FIG. 5 is negative because the simu-
lator takes the convention that energy leaving power source is
negative and energy entering power source is positive).
According to FIG. 5, energy dissipated at each calculation
step of in the dynamic logic circuit is, in this case, equal to
CV /7, i.e. the total energy supplied by the power source.

Incasethat atime-varying input voltage power is applied to
actuate the NEMS, the heat dissipation is reduced by control-
ling the ramping rate from 0 to V_,, (or vice versa), as
explained above. It is, for example, possible to control the
ramping so that the energy dissipation per calculation step is
equal to ¥2 CV 7, i.e. half the total energy supplied by the
power source. FIG. 6 illustrates a cascade circuit 122 of four
inverter dynamic logic gates of the type of the logic gate 114
of FIG. 4(c) connected in a single rail. According to FIG. 6,
the drain electrodes of the first, second and third 4T-NEMS
124,126,128, are respectively connected to the gate electrode
of'the second, third and fourth 4 T-NEMS 126, 128, 130. Each
of the four 4T-NEMS 124, 126, 128, 130 is supplied with a
respective clock power signal @, ®,, ®,, ;. These power
clock signals @, ®,, ®,, ©; may have a square-wave form or,
alternatively, also of other periodical wave-forms such as a
sinusoidal wave form.

FIG. 7 illustrates an alternative of four-phase power clock
signals @, ®,, ®,, ©, which ensures a correct functioning of
the cascade circuit 122 of FIG. 6 and enables energy recovery.
According to FIG. 7, the power clock signal applied to each
NEMS is shifted by 90° (i.e. a quarter of the signal period)
with respect to the power clock signal applied to its preceding
NEMS. Each power clock signal consists of four interval
cycles:

In a precharge interval, the clock power supply ramps from
0 to V_,, and the input signal is high, so the output node
capacitor of the corresponding NEMS is precharged from 0 to
V sz During the hold interval, the power clock signal is kept at
V ,.» and the gate’s output node capacitor of the correspond-
ing NEMS remains at V ; voltage. This ensures that the sub-
sequent NEMS (which is in precharge interval) is on so its
output node can be precharged. During the evaluation inter-
val, the outputs are evaluated from their stable input signals
(which include the output signal from the preceding NEMS
whichis in latch interval). Energy is recovered in this interval.
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A latch interval is finally inserted to: (a) ensure the output
data can be sampled; (b) provide a stable signal to the subse-
quent gate which is in an evaluation interval; and (c) make the
power clock symmetric, as symmetric power waves are easier
and more efficient to be generated.

It may be noticed that in the NEMS single rail dynamic
logic cascade circuit 122, advantage is taken of the DC hys-
teresis of NEMS: as the first gate begins precharging, it causes
the input to the second gate (which is in latch interval) to
undergo a low to high transition. However, this will not cause
the second gate to change its output until its input voltage
reaches the pull-in voltage, so the output data can be sampled
correctly.

In the NEMS single rail dynamic logic (here after
“SRADL”) cascade circuit 122, energy can be recovered
when the evaluated output data is zero, i.e., the output capaci-
tor is discharged after evaluation; but if the evaluated output
data is one, the energy stored on the output capacitor will be
lost as a non-adiabatic loss when precharge interval begins.

For instance, if the input of the cascaded inverter chain in
FIG. 6 is periodically switched, then, as shown in FIG. 8,
close to half of the energy can be saved as compared to the
conventional logic circuit implementation.

FIG. 9 illustrates NEMS dual-rail adiabatic dynamic logic
(here after “DRADL”) cascade circuits 132, 134, proposed to
overcome the non-adiabatic energy loss in NEMS SRADL
cascade circuits. NEMS DRADL cascade circuits, as shown
in FIG. 9, are also supplied by a power clock signal ®. The
complexity of NEMS DRADL cascade circuits is 2N+2
switches or NEMS for an N-bit input function. NEMS
DRADL cascade circuits generate both an output, out, and its
complementary output. FIG. 9(b) shows a NEMS DRADL
inverter circuit 134. Note, for completeness, that NEMS type
single-rail dynamic logic gate generates a logic output,
whereas NEMS type dual-rail dynamic logic gates generate
both a logic output and its complementary output.

Before NEMS DRADL cascade circuit 132 starts normal
operations, an initialization is necessary to charge one output
to V ,;and discharge the other output to ground. This ensures
that one of the two switches S1 and S2 is on and the other one
is off. FIG. 10 shows a simple solution for initialization. EN
is the initialization enable signal.

In the following, in sake for clarity of the description, it is
assumed that after applying a pre-determined input vector, the
F side branch 132a is non-conducting and the side branch
1324 is conducting. The output (out) is charged to V,,
through a pull-up switch S3, so that switch S2 conducts. By
connecting the power clock signal ® to ground, the output is
discharged to ground, and switch S1 is off to retain the
charges stored on the output out capacitor.

To explain how to cascade NEMS DRADL, FIG. 11 shows
a four cascaded NEMS DRADL inverters circuit 136 com-
prising four cascaded NEMS DRADL. inverters circuits 134,
134,134,134, the outputs of one NEMS DRADL inverters
circuits 134, 134,, 134,, being connected to the inputs of the
following NEMS DRADL inverters circuits 134,,134,,134,.
Four phase power clocks @, ®,, ®,, ®;, as shown in FIG. 7,
are used to ensure a correct functioning of the four cascaded
NEMS DRADL inverters circuit 136.

In the following, it is assumed, as starting point, that output
outisatV , and output outis at ground, so NEMS S2 is onand
NEMS S1 is off.

In the precharge interval, the clock power supply signal
ramps from 0 to V ,;, and both the input signals in and out are
high. Consequently output out is precharged since output out
is supplied with the power clock signal. In the meanwhile,
output out is kept at V.. During the hold interval, the power
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clock signal is at V ;.. Both outputs out and out capacitors are
kept at V ;. In each NEMS DRADL inverters circuits 134,
134,, 134;, during the evaluation interval, the inputs are
stable because the preceding NEMS DRADL inverters cir-
cuits 134, 134,, 134,, enters into the latch interval, so the
outputs are evaluated and energy is recovered.

When the outputs of the first NEMS DRADL inverter
circuit 134, is precharged, it does not affect the second NEMS
DRADL inverter circuit 134, output latch because switches
S1 and S2 are in a positive feedback loop to retain output
values; the DC hysteresis of NEMS also makes the outputs
more stable, as NEMS does not change its on/off status unless
its input voltage reaches the pull-in voltage.

The NEMS DRADL circuit 136 of FIG. 11 does not con-
sume any non-adiabatic energy loss, except the NEMS con-
tact energy loss. FIG. 12 illustrates the simulated energy
consumption of NEMS DRADL circuit 136. As seen, NEMS
DRADL circuit 136 consumes only marginal energy loss.
Compared with conventional NEMS logic circuit (i.e. with a
square wave clock power signal), the energy consumption is
divided by more than one hundred when wiring load domi-
nates total capacitive loadings.

The invention claimed is:

1. A dynamic logic gate, comprising:

one or more four-terminal, nano-electro-mechanical-

switches (NEMS);

each NEMS having a body electrode, a source electrode, a

gate electrode, and a drain electrode, the source elec-
trode being selectively electrically connected to the
drain electrode, as a function of tension between the gate
electrode and the body electrode;

wherein the body electrode of each NEMS is biased to a

negative bias voltage (V,) having an absolute value of
min{V, }, whereV , isa set of varying pull-off voltages
of all NEMS in the dynamic logic gate due to process
variations, wherein a given pull-off voltage V,,, com-
prises an absolute value of an applied gate-to-body volt-
age |V, | that results in the source electrode from being
electrically disconnected from the drain electrode, and
such that an applied ground voltage (0V) to the gate
electrode results in pull-off of any of the NEMS; and
wherein a power supply voltage (V) is set to a value
corresponding to the expression: max{V,,,}-min{V,,},
where V,, is a set of varying pull-in voltages of all
NEMS in the dynamic logic gate due to process varia-
tions, and wherein a given pull-in voltage V ,, comprises
an absolute value of an applied gate-to-body voltage
IV,,| that results in the source electrode from being
electrically connected to the drain electrode.

2. The dynamic logic gate of claim 1, further comprising a
time-varying power for supplying a timing-varying power
clock signal to the nano-electro-mechanical-switch.

3. The dynamic logic gate of claim 2, wherein the time-
varying power clock signal is one of a sinusoidal signal and a
trapezoidal signal.

4. A dynamic logic cascade circuit comprising single-rail
dynamic logic gates, comprising at least one dynamic logic
gate according to claim 1, wherein the dynamic logic cascade
circuit generates a single logic output.

5. The dynamic logic cascade circuit according to claim 4,
comprising four dynamic logic gates coupled to four respec-
tive power sources for providing the four dynamic logic gates
with respective time-varying power clock signals.

6. The dynamic logic cascade circuit according to claim 5,
wherein the four power clock signals are out-of-phase by 90
degrees.
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7. The dynamic logic cascade circuit according to claim 5,
wherein each of the four time-varying power clock signals
comprises four equal timing intervals, respectively corre-
sponding to pre-charge, hold, evaluate and latch periods.

8. A dynamic logic cascade circuit comprising dual-rail
dynamic logic gates, comprising at least one dynamic logic
gate according to claim 1, wherein the dynamic logic cascade
circuit generates a logic output and its complementary output.

9. A dynamic logic cascade circuit according to claim 8,
comprising two cross-coupled dynamic logic gates for latch-
ing output signals.

10. A dynamic logic cascade circuit according to claim 8,
further comprising a dynamic logic gate for initializing out-
put signals.

11. A dynamic logic cascade circuit according to claim 8,
comprising four dual-rails of dynamic logic gates and four
respective power sources for providing the four dual-rails of
dynamic logic gates with respective time-varying power
clock signals.
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